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0. FOREWORD 

0.1 This Indian Standard (Part II) (First Revision) was adopted by the 
Indian Standards Institution on 25 April 1977, after the draft finalized by 
the Fire Fighting Sectional Committee had been approved by the Civil 
Engineering Division Council. 

0.2 Occasionally, during fire fighting operations, a leak develops in the 
hose. The leak, if not attended to promptly, may result in serious damage 
to the hose or even in a burst hose. Changing the hose length involves 
interruption in fire fighting operatioas. The leak is, therefore, temporarily 
stopped by means of a hose-clamp or a hose-bandage applied to the hose. 
This standard was published in 1969 and the revision has been prepared in 
two parts so as to keep the requirements of hose-clamps and hose-bandages 
separately. Opportunity has also been taken to update their requirements. 

0.3 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, expressing 
the result of a test or analysis, shall be rounded off in accordance with 
IS : 2-1960*. The number of significant places retained in the rounded off 
value should be the same as that of the specified value in this standard. 



1. SCOPE 

1,1 This standard ( Part II ) lays down the requirements regarding 
materials, shape and dimensions, workmanship and finish and testing of 
hose-bandages for use in fire hoses. 



*Rules for rounding off numerical values ( revised ) . 
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2. GENERAL 

2.1 Hose-bandage shall consist of the following: 

a) Bandage with nylon binding, 

b) Eyelet, and 

c) Nylon string. 

3. MATERIAL 

3.1 Unlined Flax Canvas — Unlined flax canvas used for hose-bandages 
shall be 800 g/m^ flax canvas, unlined. 

3.2 Nylon* Tape — Nylon tape used for binding the edges shall conform to 
18:4228-1967*. 

4. SHAPE AND DIMENSIONS 

4.1 Hose-bandages shall be of the shape and dimensions as indicated in 
Fig. 1. 




NYLON STRING 
EYELET 



NYLON BINDING 
25 mm STITCHED 



FLAX CANVAS 



Fig, 1 Hose Bandage 



*Specification for nylon tapes for aeronautical purposes. 
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5. WORKMANSHIP AND FINISH 

5,1 All sharp edges shall be rounded and surface smooth » 

6. TEST FOR LEAKAGE 

6,1 The hose-bandage shall be wrapped round a delivery hose pressurized 
at 70 N/cm^ ( 7 kgf/cm^ ) over a 3 mm hole, and secured in position by the 
nylon string. The bandage shall not become loose and tb'ere shall be no 
leakage through it when it is left in that position for five minutes, Any 
seepage of water through the sides shall, however, be ignored. 

7. MARKING 

7.1 Each hose-bandage shall be clearly and permanently marked with the 
following information: 

a) Manufacturer's name or trade-mark, and 

b) Year of manufacture. 

7.1.1 The product may also be marked with Standard Mark. 



7.1.2 The use of the Standard Mark is governed by the provisions of the Bureau 
of Indian Standards Act, 1986 and the Rules and Regulations made there under. 
The details of conditions under which the licence for the use of Standard Mark 
may be granted to manufactures or producers may be obtained from the Bureau 
of Indian Standards. 



8. PACKING 

8.1 'Each hose-bandage shall be neatly rolled and enclosed in a shroud of 
cellophane individually. These shall then be packed in corrugated board 
cartons, six to a carton. 

9. SAMPLING AND CRITERIA FOR CONF-ORMITY 

9.1 The details of sampling and criteria for conformity shall be as given in f 
Appendix A. 
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APPENDIX A 

{Clause 9A) 

SAMPLING AND CRITERIA FOR CONFORMITY 
A-1. SCALE OF SAMPLING 

A-*l«l Lot — In any consignment hose-bandages produced under similar 
conditions of manufacture shall be separated into groups of fifty or less and 
each such group shall constitute a lot, 

A-l»2 Tests for the determination of the conformity of a lot to the require- 
ments of the standard shall be carried out for each lot separately. The 
number to be selected for this purpose shall be in accordance with col 1 
and 2 of Table 1, 





TABLE 1 


SCALE OF SAMPLING 




Lot Size 




Sample Size 


Pbemissiblb Numbeb 

OF DEB'S GTIVE 


(1) 




(2) 


(3) 


Up to 8 




All 





9., 15 




8 





16'„25 




13 





26 „ 50 




20 


1 



A-1.3 The required number of hose-bandages shall be selected at random 
from the lot. For this purpose, suitable random number tables shall be 
used. 

A-2. DETAILS OF TESTS AND CRITERIA FOR CONFORMITY 

A-2.1 The hose-bandages selected according to A-1.2 shall be inspected 
visually for shape and dimensions {see 4)^ workmanship and finish {see 5) 
and leakage {see 6 ). Any bandage found to be unsatisfactory with regard 
to one or more of these characteristics shall be considered as defective piece. 

A-2.1.1 If the number of defectives found is not greater than the 
corresponding number of defectives given in col 3 of Table 1 the lot shall 
be declared as conforming to the requirements of this specification. 



IS: 5612 (Part 11). 1977 

( Continued from page 2 ) 

Members Representing 

Shri p. N. Ghosh Ministry of Defence (R&D) 

Shri a. N, Abluwalia ( Alternate ) 
Shri M. R. Kamat Mather & PJatt Ltd, Calcutta 

Ma J S. K. MiSBA Directorate General of Inspection ( Ministry of 

Defence ) 
Shri V. K. Ba jpai ( Alternate ) 
Shri K. D. Mulekab Municipal Corporation of Greater Bombay 

( Bombay Fire Brigade ), Bombay 
Shri A, S. KxjlkARNI ( Alternate ) 
Shri K. Rudrappa Engineers India Ltd, New Delhi 

ShriJ. V. Shah Newage Industries, Surendranagar (Gujarat 

State ) 
Shri B. J, Shah ( Alternate ) 
Shri R. S. Sundabam Municipal Corporation of Delhi ( Delhi Fire 

Service ) 



GMGIPN— 271 BIS/ND/1 0—100 



